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Feature
Model

Picture

Application

Relief valve / Diaphragm type
AL-24

Cold and hot water

Material

Lift type / Closed type
AL-150

Steam, Air, Cold and hot water, Oil,
Other non-dangerous fluids

0.05-1.0 MPa
220˚C *

JIS Rc screwed
Cast bronze

Stainless steel (SCS14A)
Stainless steel (SCS14A)

15A-50A

0.1-0.7 MPa *1
60˚C

JIS Rc screwed

Cast bronze *2
NBR *3

Stainless steel
NBR

(heat-resistant nylon contained)
15A-25A

Working pressure
Max. temperature 

Connection
 
Valve case

Valve
 Valve seat

Diaphragm

Size 

Others

Feature 
Model 

Picture 

Application

Material

Working pressure
Max. temperature 

Connection
 Spring case

Valve
Valve seat

Size

Others

AL-150L
Lift type / Lever type

Steam, Air

220˚C
JIS Rc screwed

Cast bronze
Stainless steel (SCS14A)
Stainless steel (SCS14A)

15A-50A

－

0.05-1.0 MPa

Full bore / SCPH
AF-6H

Full bore / SCS
AF-6HS

Air, Other non-dangerous fluids

0.1-1.96 MPa
250˚C *1

Inlet: JIS 20K RF flanged
Outlet: JIS 10K FF flanged *2

Stellite overlaid stainless steel
Stellite overlaid stainless steel

－

25A-100A

Cast stainless steelCast carbon steel

AF-6H

AL-150HL

1.0-1.6 MPa

*1 Available with working pressure 
between 0.05 MPa and 
0.1 MPa. 

*2 Available with NPb-treated. 
*3 Available with FKM (AL-24F).

*1 It may change depending on fluid and pressure. 
*2 The inlet flange is thicker than JIS standard value.

* The maximum temperature is 
150˚C when using for water, oil or 
other liquids.

AL-150L
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